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#11& Dimensions
AR Shape $H Ladder

B8R Ladder

# R Material EN AW 6882 T6 EN AW 6882 T6
EE Main Tubes 58 x3mm 1.97 x8.12in
BIE Braces 28 x2mm B8.79x0.88in

= 3.8 kg/m
1m=3.28 ft

EE Weight =1.36 lbs/ft

1inch = 25.4 mm

11bs=0.453kg

200mm
7.87"
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SREQAHTPL | MRA[GHQPL | ARBRGHFPL
single single single
load third points |load fourth points| load fifth points

m ft kg/m Ibs/ft N

2 6.6 1020 686.5 1.2 1779.2 565 1247.2 423 933.8 6.0
4 | 131 302 203.3 3.1 1041.9 328 724.1 246 543.0 12.0
6 |[197 156 105.0 8.5 783.7 248 547.5 188 415.0 18.0
8 | 262 105 70.7 18.0 607.1 192 423.8 145 320.1 24.0
10 | 32.8 68 45.8 26.2 459.2 145 320.1 110 242.8 30.0
12 | 39.4 28 18.8 28.5 260.5 82.5 182.1 63.2 139.5 36.0

1inch=25.4mm 1m=3.28ft 1lbs=0.453kg
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* Loading figures only valid for staticloads and spans with two supporting points.
¢ Spans must be supported at each end.
« If dynamic loads or wind loads areinvolved. or more supporting points are applied. contact Trinity Customer Service for details.

« Loading figures are based on BS 7985-2/ANSI E1.2-2886/CWA 15982-2 , GB/T5237 . The loading data should multiply 8.8 for Safety factor
consideration.

¢ The self-weight of the trusses has already been takeninto account.
» Suitable for trusses with design height of 288mm, Main tubing ® 58 * 3mm, brace tubing @ 28 * 2mm.

* Special attention to structure over 28m. if multiple sections combined to make up the total length: Additional Reflection 18 to 15%deflection
should be allowed. the allowable loading unchanged.




